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2.4 Street Network and Design 

Note: The objectives and controls of this section must be read in conjunction with Section 3.2.3 of the Main DCP. 

Objectives 

a. To ensure the street network in the East Leppington Precinct provides clear, safe and convenient access 

within and beyond the Precinct. 

b. To enable road design and construction to respond to particular site constraints or opportunities. 

c. To ensure that road construction on land adjoining gas easements or that may cross the easement 

considers potential impacts on the integrity and safety of the gas pipeline. 

d. To ensure reasonable standards of public amenity and a high quality public domain in the Precinct. 

e. To support a hierarchy for the road system and identified connections to Camden Valley Way and 

Denham Court Road. 

Controls 

6. The design and construction of streets is to be consistent with the road layout in Figure 2-12 , the 

relevant typical designs in the Main DCP, and Council’s Engineering Design Guide. 

7. The locations of road intersections connecting to Camden Valley Way and Denham Court Road are to be 

consistent with the ILP and the Precinct road hierarchy Figure 2-12 and are to include relative provision 

for turning lanes on these roads. 

8. A local street or accessway is to separate residential development from Camden Valley Way and 

Denham Court Road. Typically these streets run parallel and adjacent to Camden Valley Way and 

Denham Court Road as indicated on the ILP. 

9. The local street or accessway separating development and Camden Valley Way is to be designed in 

accordance with  Figure 2-14  which encourages a wider landscape buffer (providing for tiering of 

vegetation) to improve visual amenity for residential lots facing Camden Valley Way. The dimensions 

within this street corridor are flexible and can be varied to respond to localised conditions to the 

satisfaction of Council. 

10. The design and location of the roads and of the acoustic or landscape treatment adjacent to Camden 

Valley Way and parts of Denham Court Road are to take into account the existing underground gas 

pipelines and easement. Refer to Section 4.3 of this DCP Schedule. 

11. Where rear lane access is provided it is to be in accordance with the dimensions of Figure 2-15 . 

12. Significant individual trees may be incorporated within appropriate setbacks on individual lots. 

13. The upgrading and re-alignment of Denham Court Road must consider the Water Cycle Management 

Report East Leppington June 2013 and manage drainage impacts. 
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Figure 2-14 : Street reserve to Camden Valley Way   

 

 

Figure 2-15 : Indicative rear laneway 
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2.5 Noise attenuation measures 

This section supplements Section 2.3.9 Noise and 3.2.3 Street network and design of the Main DCP and sets 

out controls for particular streets as shown in Figure 2-10 . Future collector roads may carry larger volumes of 

traffic thereby requiring noise attenuation measures. The Main DCP requires an acoustic report where traffic 

volumes are predicted to exceed (or currently exceed) 6,000 vehicles per day.  

Objectives 

a. To enable road design and construction to respond to particular site constraints or opportunities. 

b. To ensure reasonable standards of public amenity and a high quality public domain in the Precinct. 

Controls 

1. Noise attenuation measures are to incorporate a suite of measures such as subdivision layout, road 

layout, dwelling density, location and design, facade treatment etc as noise walls are not preferred. Refer 

to Figure 2-16 for how these indicative measures can be applied. 

2. In extenuating circumstances, where noise attenuation includes a structure, in addition to screening with 

vegetation, the use of natural materials including gabions, stone, timber or similar is preferred. See 

Figure 2-17 . 

3. Noise attenuation structures are to be appropriately screened by native, low maintenance, landscape 

planting and are to be maintained for a period of time following construction as specified by Council. 

4. The design of any noise wall should consider scale, rhythm, proportion in collaboration with urban 

designers, noise consultants and engineers. Refer to the ‘Noise wall design guidelines’ prepared by RMS 

(formerly RTA) dated November 2006 for detailed consideration. 

5. Noise attenuation measures, where required, shall be in place prior to the occupation of the dwelling 

affected by the noise.  

6. Alternative noise attenuation options based on Acoustic Consultant recommendations may be 

considered by Council provided that they meet the noise criteria objectives. 
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Figure 2-16 : Noise attenuation measures Camden Valley Way & Denham Court Road.  

Refer also to Section 4.4 for specific controls relating to Camden Valley Way and Denham Court Road. 

 

 

Figure 2-17:  Indicative rock gabion and timber acoustic wall. 
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2.6 Existing Native Vegetation and Open Space Netwo rk 

This section is supplementary to Section 2.3.5 of the Main DCP and provides further guidance for the 

retention of areas of native vegetation within East Leppington Precinct. 

Note 1: This section must be read in conjunction with Section 2.3.5 of the Main DCP, as the objectives and certain 

controls still apply. 

Objectives 

a. To incorporate the retention of areas of native vegetation within the urban layout and the open space 

network to improve amenity and urban development outcomes. 

b. To facilitate the integration of native vegetation with the urban fabric for the Precinct. 

c. To establish an open space network focused on the Bonds Creek corridor that provides for the recreation 

needs of the local community and encourages informal physical activities to promote an active lifestyle. 

d. To establish a public domain that responds to key environmental features of the Precinct. 

e. To establish a public domain that respects and interprets Aboriginal cultural heritage and European 

cultural heritage of the Precinct. 

Controls 

1. Areas of native vegetation should be considered for retention by: 

i) Adopting larger lot sizes, to allow trees to be retained within larger setbacks. 

ii) Retaining trees within open spaces where good quality vegetation exists. Refer Figure 2-18 . 

iii) Retaining large trees within the verges of new roadways. 

 

Figure 2-18 : Example of the retention of trees in a local park 
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2. Within land that is shown as either Open Space or Riparian Corridor in Figure 2-13 : 

• all existing native vegetation is to be retained and rehabilitated, except where clearing is required 

for essential infrastructure such as roads, footpaths, cycleways and drainage; and 

• native vegetation is to be conserved and managed in accordance with the Guidelines for 

Riparian Corridors 2012 prepared by the NSW Office of Water. 

3. Development within the open space network shown in Figure 2-13  shall be connected via a network of 

pedestrian, jogging and cycle links to encourage active play and recreation. 

4. Maximise walking and cycling tracks, picnic and barbeque areas, seating and viewing areas along Bonds 

Creek corridor and adjoining open space.  

5. Development such as embellishments for  “learn to cycle” circuits for young children, fitness equipment 

along trails, “kick about” areas for informal ball games and practice, half court with basketball hoop for 

practice and play grounds with physically challenging activities, should be included in the open space 

network. 

6. The design of parks are to be consistent with the following: 

i) All new plantings shall be in accordance with Council’s Prescribed Trees and Preferred 

Species list contained in Appendix C of the Main DCP, except where remnant native 

vegetation may require indigenous plant stock. 

ii) Landscape materials and design should respond to an identified landscaping schedule 

as specified and approved by Council. 

iii) Street furniture, lighting, paving etc. should be contemporary and reflect the local 

environmental character of the Precinct as well as interpretation initiatives (where 

appropriate). 

iv) Where Aboriginal objects or places of heritage significance or European heritage items, 

conservation areas or archaeological sites are associated with the open spaces their 

appropriate interpretation and management is required. 

Note: Refer to the Water Cycle Management Report East Leppington June 2013 for details relevant to the 

provision of drainage and open space lands. 
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2.7 Residential Density – Areas of very low density  

This section applies to all new development in areas of Very Low Density Residential and Environmental 

Living in the East Leppington Precinct (Liverpool part). These areas have a minimum lot size of 2000m2 

under the Growth Centres SEPP and are shown on the ILP.  

Objectives 

a. To provide for housing within a very low density residential environment. 

b. To encourage residential housing on large lots within a landscape setting while preserving heritage and 

minimising impacts on nearby infrastructure resources (gas, electricity and water supply). 

c. To ensure suitable lot configurations for development while minimising impacts on adjoining and nearby 

infrastructure for gas, electricity and water supply. 

d. To provide a transition from adjoining rural residential land to a more dense urban development. 

Controls 

1. Subdivision design and housing location are to consider the environmental and infrastructure constraints 

of the locality while providing an efficient road and pedestrian network. The capability of the land to 

accommodate housing and the safe and efficient operation of infrastructure resources is to be 

demonstrated in the subdivision development application. 

2. Restrictions apply to development within or adjoining gas and electricity easements and the water 

supply canal and the written approval of the relevant infrastructure agency is required. Refer to sections 

4.2, 4.3 and 4.5 of this Schedule for more detail.  

3. Wherever possible driveways are not to cross over easements. 

4. Development in the E4 Environmental Living zone, and the R2 Low Density Residential zone on land 

identified as very low density residential on the Residential structure Figure 2-11 , shall consider the 

following matters: 

i. building location, design and response to constraints from infrastructure corridors such as electricity 

lines, gas easements and the Sydney Catchment Authority’s Upper Canal. 

ii. the relationship of the development to adjoining land uses including public open space and drainage 

infrastructure. 

iii. avoiding impacts on Existing Native Vegetation  and other remnant native vegetation. 

5. Development is to be generally consistent with Figures 2-19  and 2-20 which provide a desired future 

subdivision layout for development.  These are indicative layouts – refer to control 2 above. 
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Figure 2-19 : Desired future subdivision layout – Very Low Density Residential – Upper Canal 
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Figure 2-20 : Desired future subdivision layout – Environmental Living – Denham Court Road  

 

 


