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Description

The classic A-joint bench configured using the A-joint Mini. Structural 
integrity is guaranteed via the solid timber stretcher rail which spans 
beneath the two joints with the added benefit of lending an archetypal 
trestle aesthetic.

Length 1400mm
Width 350mm
Height 450mm

A-joint Bench

LKR-AJM-A-BNC-1400-A
LKR-AJM-B-BNC-1400-A
LKR-AJM-A-BNC-1400-O
LKR-AJM-B-BNC-1400-O
LKR-AJM-A-BNC-1400-W
LKR-AJM-B-BNC-1400-W

3501400

450

Top & Frame Materials

American Walnut American Oak Victorian Ash
(Australian)

A-joint Materials

Bronze Aluminium

Construction 
A-joint Benches are manufactured from solid timbers. A-joints are sand 
cast and rumble polished.

Sealant 
10% gloss polyurethane sealant to the timber.

Country of Origin 
Australia

Production Lead Time 
Made-to-order production lead time is 6-8 weeks.

Care Guide 
Timbers are susceptible to extreme changes in temperature & humidity.
Please refer to detailed timber care guide.  

Warranty 
12 months on timber commercial product. 36 months on timber 
residential product. Joints 10 years commercial and residential.  
Please refer to detailed warranty document.
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