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About  
Mondolux 
Mondolux is an innovative lighting brand developed 
by Aglo Systems. The Mondolux brand showcases  
on-trend lighting products with the latest technology and 
guaranteed quality to make the entire process clear and simple. 
Our promise is to continually improve your lighting experience. 

Quick Turnaround Times
With a stocked warehouse of 3000 sqm and an experienced 
assembly team in Melbourne, we are able to fulfil your 
orders quickly.

Technical Data
Clear technical drawings, detailed product photos, 
illumination diagrams, IES files and installation 
instructions are some of the downloadable resources we 
have available for all our products.

Comprehensive Catalogue
We understand the need to use several variations of  
a fitting in a space to meet the desired interior architecture 
and illumination needs. We offer a wide range of products 
available in many sizes, lumen outputs, beam angles, 
accessories and colour temperatures.

Easy Product Search and Selection 
Our website is a platform which enables users to find the 
perfect lighting solution in a quick and easy way. The user 
can select the different features of the required lighting 
product and quickly identify all products that meet these 
specifications and have the required technical data at their 
fingertips. 

Guaranteed Quality Product 
Our products are thoroughly tested, warranted and 
certified to meet Australian, New Zealand and European 
compliance standards.
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Designed to cater to an array of lighting applications, the 
Linear LED & Extrusion Series offers versatile solutions 
that can enhance residential and commercial spaces. 
These extrusions form the foundation for creating 
seamless and visually captivating lighting installations. 
Whether accentuating architectural features, illuminating 
displays, or providing ambient lighting, Mondolux’s 
aluminum extrusions provide endless possibilities. By 
seamlessly integrating these extrusions into their designs, 
professionals can achieve stunning lighting effects that 
elevate the aesthetic appeal and functionality of any space.

The Series includes the Stealth and Impact ranges, 
specifically designed for smooth integration into joinery 

and for feature and functional lighting, respectively.

In addition to a wide selection of aluminum extrusions, 
Mondolux offers an impressive variety of linear LED strips. 
These strips are designed to emit a rectangular beam angle, 
ensuring uniform illumination throughout the space. With 
a high colour rendering index (CRI) of over 90, Mondolux’s 
LED strips accurately reproduce colours, ensuring true-
to-life lighting experiences. Architects and designers 
can choose from a range of options, including colour 
temperatures, lumen outputs, IP ratings, RGB/RGBW, and 
tunable white options. This extensive selection allows for 
precise customisation, ensuring that every lighting project 
achieves the desired ambiance and visual impact.

Introducing Linear LED & Extrusion  
Series by Mondolux

Linear LED & Extrusion

Key Features:

 − Performance: Various options available to suit specific 
requirements, including colour temperatures, lumen 
outputs, IP ratings, RGB/RGBW, and tunable white

 − Range of applications: Linear lighting serves as a 
perfect complement to contemporary architecture, 
creating mood and atmosphere

 − Mounting options: Surface Mounted, Recessed and 
Suspended applications 

 − Durability: With a tested lifetime of >50,000 hours. 
With quality engineering built into the series, the linear 
range will continue to deliver high performance over time

 − For customised versions of these products, please 
contact us

Venice Mini Recessed
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LED Strips - Page 29

Bendable Neons- Page 38

Linea COB 5W 4mm 

Linea Neon Top  
Bendable 10W

Linea-HE 19.2W

Linea Neon Side  
Bendable RGBW 15W

Linea 14.4W Linea 19.2W

Linea COB 10W

Linea Neon Side  
Bendable 10W

Linea 4.8W

Line-Aqua 14.4W Linea RGBW 36W

Linea COB RGBW 16W

Linea COB 16W

Linea Neon Side  
Bendable 15W

Linea 9.6W

Linea-HE 14.4W

Linea Neon Top  
Bendable RGBW 15W 

Linea-Aqua 9.6W

Impact Linear LED & Extrusion - Page 19

Stealth Linear LED & Extrusion  - Page 12

Stealth 0806  
Surface Mounted 

Impact 2525 
Recessed

Impact 3535  
Surface Mounted/Suspended 

Impact Round 60  
Surface Mounted/Suspended

Impact 7532  
Surface Mounted/Suspended 

Stealth 1707  
Surface Mounted 

Stealth 2310  
Surface Mounted 

Stealth 0809  
Surface Mounted 

Impact 2525 
Suspended

Impact 3875  
Surface Mounted/Suspended 

Impact 5075  
Surface Mounted/Suspended 

Impact 7578  
Surface Mounted/Suspended  

Stealth 1707  
Recessed

Stealth 3030  
Corner Mounted 

Stealth 1013  
Surface Mounted 

Impact Round 30  
Suspended 

Impact 5032  
Recessed 

Impact 5075  
Up/Down Suspended 

Impact Curve 80 
Surface Mounted/Suspended

Stealth 1715  
Surface Mounted 

Stealth 1616  
Corner Mounted 

Impact 3535  
Recessed 

Impact 5032  
Surface Mounted/Suspended 

Impact 7532  
Recessed 

Stealth 1715  
Recessed



Surface Mounted Applications

Surface mount linear LED extrusion 
lighting is ideal when the objective is 
to showcase the luminaire’s profile for 
aesthetic purposes or when there is 
limited space available in the ceiling. 
When the gap between the structural 
ceiling and the Suspended ceiling is 
minimal, surface-Mounted luminaires 
provide a practical and viable solution.

Surface Mounted, Recessed  
or Suspended

Mounting Options

Stealth 
Linear

Recessed Applications

Recessed linear LED extrusion lighting 
seamlessly integrates into the surface 
without any obstructions. An excellent 
example is incorporating the Recessed 
lighting into a timber ceiling, which 
creates a soft glow effect without a 
noticeable fixture. Recessed linear 
lighting also complements bulkheads 
by casting a wash of light across both 
the wall and ceiling.

Suspended Applications

Suspended linear LED extrusion 
lighting presents a stylish and 
functional solution for various 
applications. By suspending the 
luminaire from the ceiling, it draws 
attention to the lighting design and 
offers the advantage of directing 
light precisely where it is needed, 
particularly in spaces with higher 
ceiling heights.

Page 10



Page 13

Stealth 1013 Surface Mounted - ME03SM

Stealth 1616 Corner Mounted - ME20SM

Photometric Information

Photometric Information
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/k

lm
C0

-C
18

0
C9

0-
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Product

Product

Specification

Specification
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105°

105°

90°

90°

75°

75°

60°

60°

45°

45°

30°

30°
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Linear LED & Extrusion - Stealth

Stealth 0806 Surface Mounted - ME01SM

Stealth 0809 Surface Mounted - ME02SM

Photometric Information

Photometric Information

cd
/k

lm
C0

-C
18

0
C9

0-
C2

70
cd

/k
lm

C0
-C

18
0

C9
0-

C2
70

System Lumen Output 250lm

Power 5W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

System Lumen Output 245lm

Power 5W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

System Lumen Range 530-2425lm

Power 5W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

System Lumen Output 250lm

Power 5W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

Product

Product

Specification

Specification

LED Source Linea COB 5W 4mm

Colour Temp. (CCT) 3000K, 4000K

Beam Angle 110°

LED Source Linea COB 5W 4mm

Colour Temp. (CCT) 3000K, 4000K

Beam Angle 110°

LED Source
Linea 9.6W, Linea COB 10W, 
Linea 14.4W, Linea-Aqua 
14.4W, Linea-HE 14.4W, 
Linea-HE 19.2W

Colour Temp. (CCT) 2700K, 3000K,  
3500K, 4000K

Beam Angle 120°

LED Source Linea COB 5W 4mm

Colour Temp. (CCT) 3000K, 4000K

Beam Angle 110°

105°

105°

90°

90°

75°

75°

60°

60°

45°

45°

30°

30°
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Stealth 1715 Surface Mounted - ME05SM

Stealth 1715 Recessed - ME05RE

Photometric Information

Photometric Information
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105°

105°

90°

90°

75°

75°

60°

60°

45°

45°

30°

30°
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Linear LED & Extrusion - Stealth

Stealth 1707 Surface Mounted - ME04SM

Stealth 1707 Recessed - ME04RE

Photometric Information

Photometric Information

cd
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Product

Specification

Specification

105°

105°

90°

90°

75°

75°

60°

60°

45°

45°

30°

30°

System Lumen Range 400-1675lm

Power 5W, 10W, 14.4W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

System Lumen Range 400-1675lm

Power 5W, 10W, 14.4W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

System Lumen Range 540-2500lm

Power 9.6W, 10W, 14.4W, 19.2W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

LED Source
Linea COB 5W 4mm, Linea 
COB 10W, Linea 14.4W, 
Linea-Aqua 14.4W,  
Linea-HE 14.4W

Colour Temp. (CCT) 2700K, 3000K,
3500K, 4000K

Beam Angle 115°

LED Source
Linea COB 5W 4mm, Linea 
COB 10W, Linea 14.4W, 
Linea-Aqua 14.4W,  
Linea-HE 14.4W

Colour Temp. (CCT) 2700K, 3000K,
3500K, 4000K

Beam Angle 115°

LED Source
Linea 9.6W, Linea COB 10W
Linea 14.4W, Linea-Aqua 
14.4W, Linea-HE 14.4W,
Linea-HE 19.2W

Colour Temp. (CCT) 2700K, 3000K,
3500K, 4000K

Beam Angle 115°

System Lumen Range 540-2500lm

Power 9.6W, 10W, 14.4W, 19.2W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

LED Source
Linea 9.6W, Linea COB 10W
Linea 14.4W, Linea-Aqua 
14.4W, Linea-HE 14.4W,
Linea-HE 19.2W

Colour Temp. (CCT) 2700K, 3000K,
3500K, 4000K

Beam Angle 115°
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Code Information
Family Code Product Installation Type Trim  

Colour Beam Angle CRI CCT LED Source Power &  
Current

Dimming  
Options Length

ME =  
Mondolux™ 
(Extrusion) 
Linear Kit

01 = Stealth 
0806

SM = Surface 
Mounted

1 =  
White

O =  
Opal

9 = 
CRI90

27 = 
2700K S = Strip

xxW = Total 
Power of the 
Linear Kit (30W)

0 = Non-
Dimmable

xxxxMM = 
Total Length of 
the Linear Kit 
(1000MM)

02 = Stealth 
0809

RE = Fixed  
Recessed

2 =  
Black

P =  
Prismatic

30 = 
3000K

1 = 0-10V 
Dimmable

03 =  
Stealth 1013

SS = Suface 
Mounted/ 
Suspended

3 =  
Silver

35 = 
3500K

3 = DALI 
Dimmable

04 =  
Stealth 1707

SU =  
Suspended

40 = 
4000K

6 = Casambi 
Dimmable

05 =  
Stealth 1715

TW = 
Tunable 
White 7 = DMX

06 =  
Stealth 2310

20 =  
Stealth 1616

22 = 
Stealth 3030

Example: ME22SM3O-940H-S20W0-1000MM 

Mondolux Linear Kit Stealth 3030 Corner Mounted Silver/ Opal Diffuser 1000mm IP43 (LED Strip Only) CRI90 4000K 3200lm 19.2W High Efficiency 
C/W LED Strip + End Caps + Mounting Clips + 300mm Tail + Male Connector  
(Requires Remote 24V DC Driver)
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Linear LED & Extrusion - Stealth

Stealth 2310 Surface Mounted - ME06SM Stealth 3030 Corner – ME22SM

Photometric Information Photometric Information

cd
/k

lm
C0

-C
18

0
C9

0-
C2

70

cd
/k

lm
C0

-C
18

0
C9

0-
C2

70

Product ProductSpecification Specification

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

30° 30°System Lumen Range 610-2285lm

Power 10W, 14.4W, 15W, 19.2W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

System Lumen Range 610-2285lm

Power 10W, 14.4W, 15W, 19.2W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

LED Source
Linea COB 10W, Linea 
14.4W, Linea-HE 14.4W, 
Linea COB Tunable White 
15W, Linea-HE 19.2W

Colour Temp. (CCT) 2700K, 3000K,
3500K, 4000K

Beam Angle 110°

LED Source
Linea COB 10W, Linea 
14.4W, Linea-HE 14.4W, 
Linea COB Tunable White 
15W, Linea-HE 19.2W

Colour Temp. (CCT) 2700K, 3000K,
3500K, 4000K

Beam Angle 110°

System Lumen Range 620-2835lm

Power 9.6W, 10W, 14.4W, 19.2W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

LED Source
Linea 9.6W, Linea COB 10W,
Linea 14.4W, Linea-Aqua 
14.4W, Linea-HE 14.4W,
Linea-HE 19.2W

Colour Temp. (CCT) 2700K, 3000K,
3500K, 4000K

Beam Angle 120°

Stealth 2310 Recessed - ME06RE

Photometric Information

cd
/k

lm
C0

-C
18

0
C9

0-
C2

70

Product Specification

105°

90°

75°

60°

45°

30°
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Lucca

HE Series

Impact 
Linear

Linear LED & Extrusion - Impact

Impact 2525 Recessed - ME08RE

Impact 2525 Suspended - ME08SU 

Photometric Information

Photometric Information

cd
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Product

Product

Specification

Specification

105°

105°

90°

90°

75°

75°

60°

60°

45°

45°

30°

30°

System Lumen Range 515-1930lm

Power 10W, 14.4W, 15W, 19.2W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

LED Source
Linea COB 10W, Linea 
14.4W, Linea-HE 14.4W, 
Linea COB Tunable White 
15W, Linea-HE 19.2W

Colour Temp. (CCT)
2700K, 3000K, 3500K,
4000K, Tunable White
(2600K-6500K)

Beam Angle 110°

System Lumen Range 515-1930lm

Power 10W, 14.4W, 15W, 19.2W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

LED Source
Linea COB 10W, Linea 
14.4W, Linea-HE 14.4W, 
Linea COB Tunable White 
15W, Linea-HE 19.2W

Colour Temp. (CCT)
2700K, 3000K, 3500K,
4000K, Tunable White
(2600K-6500K)

Beam Angle 110°
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Impact Round 30 Suspended – ME24SU

Impact 3535 Recessed - ME09RE

Photometric Information

Photometric Information

cd
/k

lm
C0

-C
18

0
C9

0-
C2

70
cd

/k
lm

C0
-C

18
0

C9
0-

C2
70

Product

Product

Specification

Specification

105°

90°

75°

60°

45°

30°

System Lumen Range 670-3055lm

Power 9.6W, 10W, 14.4W, 19.2W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

System Lumen Range 540-1950lm

Power 15W, 16W, 29W, 39W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

LED Source
Linea 9.6W, Linea COB 10W
Linea 14.4W, Linea-Aqua 
14.4W, Linea-HE 14.4W
Linea-HE 19.2W

Colour Temp. (CCT) 2700K, 3000K,
3500K, 4000K

Beam Angle 145°

LED Source
2x Linea 14.4W, 2x Linea-HE 
14.4W, Linea COB Tunable 
White 15W, Linea COB 16W, 
2x Linea-HE 19.2W

Colour Temp. (CCT)
2700K, 3000K, 3500K, 
4000K, Tunable White 
(2600K-6500K)

Beam Angle 110°
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Linear LED & Extrusion - Impact

Impact 3535 Surface Mounted/Suspended - ME09SS

Impact 3875 Surface Mounted/Suspended - ME13SS

Photometric Information

Photometric Information

cd
/k

lm
C0

-C
18

0
C9

0-
C2

70
cd

/k
lm

C0
-C

18
0

C9
0-

C2
70

Product

Product

Specification

Specification

105°

105°

90°

90°

75°

75°

60°

60°

45°

45°

30°

30°System Lumen Range 2500-2575lm

Power 30W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

LED Source 30W Board

Colour Temp. (CCT) 3000K, 4000K, Tunable 
White (2700K-6500K)

Beam Angle 100°

System Lumen Range 540-1950lm

Power 15W, 16W, 29W, 39W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

LED Source
2x Linea 14.4W, 2x Linea-HE 
14.4W, Linea COB Tunable 
White 15W, Linea COB 16W, 
2x Linea-HE 19.2W

Colour Temp. (CCT)
2700K, 3000K, 3500K,
4000K, Tunable White
(2600K-6500K)

Beam Angle 110°
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Impact 5032 Recessed – ME10RE

Impact 5032 Surface Mounted/Suspended – ME10SS

Photometric Information

Photometric Information
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-C
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Product

Product

Specification

Specification

105°

90°

75°

60°

45°

30°

105°

90°

75°

60°

45°

30°System Lumen Range 2400-2460lm

Power 30W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

LED Source 30W Board

Colour Temp. (CCT) 3000K, 4000K, Tunable 
White (2700K-6500K)

Beam Angle 100°

System Lumen Range 2400-2460lm

Power 30W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

LED Source 30W Board

Colour Temp. (CCT) 3000K, 4000K, Tunable 
White (2700K-6500K)

Beam Angle 100°
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Linear LED & Extrusion - Impact

Impact 5075 Surface Mounted/Suspended – ME14SS

Impact 5075 Up/Down Suspended – ME23SU

Photometric Information

Photometric Information
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-C
18

0
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0-
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-C
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0
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Product

Product

Specification

Specification

30°

30°

30°

30°

90°

90°

90°

90°

75°

75°

75°

75°

60°

60°

60°

60°

45°

45°

45°

45°

70°

70°

100°

100°

System Lumen Range 1995lm - 2450lm

Power 30W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

LED Source 30W Board

Colour Temp. (CCT) 3000K, 4000K, Tunable 
White (2600K-6500K)

Beam Angle 70° Prismatic, 100°

System Lumen Range 2680-3375lm

Power 30W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

LED Source 30W Board

Colour Temp. (CCT) 3000K, 4000K, Tunable 
White (2700K-6500K)

Beam Angle 70° Prismatic, 100°
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Impact Round 60 Surface Mounted/Suspended – ME25SS

Impact 7532 Recessed – ME11RE

Photometric Information

Photometric Information

cd
/k

lm
C0

-C
18

0
C9

0-
C2

70
cd

/k
lm

C0
-C

18
0

C9
0-

C2
70

Product

Product

Specification

Specification

105°

90°

75°

60°

45°

30°

105°

90°

75°

60°

45°

120°

135°

System Lumen Range 615-2820lm

Power 9.6W, 10W, 14.4W, 19.2W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

LED Source
Linea 9.6W, Linea COB 10W 
Linea 14.4W, Linea-Aqua 
14.4W, Linea-HE 14.4W, 
Linea-HE 19.2W

Colour Temp. (CCT) 2700K, 3000K,  
3500K, 4000K

Beam Angle 145°

System Lumen Range 2900-2945lm

Power 30W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

LED Source 30W Board

Colour Temp. (CCT) 3000K, 4000K, Tunable 
White (2700K-6500K)

Beam Angle 100°
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Linear LED & Extrusion - Impact

Impact 7532 Surface Mounted/Suspended – ME11SS

Impact 7578 Surface Mounted/Suspended – ME15SS

Photometric Information

Photometric Information

Product

Product

Specification

Specification
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-C
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0
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0-
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70
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0
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105°

105°

90°

90°

75°

75°

60°

60°

45°

45°

30°

30°

System Lumen Range 2900-2945lm

Power 30W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

LED Source 30W Board

Colour Temp. (CCT) 3000K, 4000K, Tunable 
White (2600K-6500K)

Beam Angle 100°

System Lumen Range 2800-2890lm

Power 30W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

LED Source 30W Board

Colour Temp. (CCT) 3000K, 4000K, Tunable 
White (2700K-6500K)

Beam Angle 100°
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80mm

xmm*

*x = 50mm Standard (Range from 40mm to 140mm) 

R250mm**

**Minimum Bend Radius 

Impact Curve 80 Surface Mounted/Suspended – MC80SS 

Photometric InformationProduct Specification

105°

90°

75°

60°

45°

30°System Lumen Output 2160lm

Power 30W

Trim Colour White, Black, Silver

Colour Rendering 
Index (CRI) CRI90

LED Source 30W Board

Colour Temp. (CCT) 3000K, 4000K, Tunable 
White (2600K-6500K)

Beam Angle 100°

Code Information
Family Code Product Installation Type Trim  

Colour Beam Angle CRI CCT LED 
Source

Power &  
Current

Dimming  
Options Length

ME = 
Mondolux 
(Extrusion) 
Linear Kit

08 = Impact 2525 SM = Surface 
Mounted

1 =  
White

O =  
Opal

9 = 
CRI90

27 = 
2700K

S =  
Strip

xxW = Total 
Power of the 
Linear Kit (30W)

0 = Non-
Dimmable

xxxxMM = 
Total Length of 
the Linear Kit 
(1000MM)

MC = 
Mondolux 
(Curve) Linear 
Kit

09 = Impact 3535 RE = Fixed 
Recessed

2 =  
Black

P =  
Prismatic

30 = 
3000K

B =  
Board

1 = 0-10V 
Dimmable

10 = Impact 5032
SS = Suface 
Mounted/
Suspended

3 =  
Silver

35 = 
3500K

3 = DALI 
Dimmable

11 = Impact 7532 SU = Suspended 40 = 
4000K

6 = Casambi 
Dimmable

13 = Impact 3875

TW = 
Tunable 
White 7 = DMX

14 = Impact 5075

15 = Impact 7578 

23 =  
Impact 5075 Up/Down

24 = Impact Round 30

25 = Impact Round 60

80 = Impact Curve 80

Example: ME25SS2O-940H-S20W0-1000MM

Mondolux Linear Kit Impact Round 60 Surface Mounted/Suspended Black/ Opal Diffuser 1000mm IP43 (LED Strip 
Only) CRI90 4000K 3200lm 19.2W High Efficiency C/W LED Strip + End Caps + Mounting Clips + 3m Suspension Kit + 
300mm Tail + Male Connector (Requires Remote 24V DC Driver)
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Linear LED & Extrusion - Impact
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LED 
Strips

Linear LED & Extrusion - LED Strips

Linea COB 5W 4mm – ML15

Linea COB 10W – ML15

Photometric Information

Photometric Information

Product

Product

Specification

Specification

cd
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lm
C0

-C
18

0
C9

0-
C2
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0

C9
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C2
70

105°

105°

90°

90°

75°

75°

60°

60°

45°

45°

30°

30°

System Lumen Output 500lm

Power 5W

Cuttable Length 50mm

LEDs/m 480

IP Rating IP43

Colour Temperature 
(CCT) 3000K, 4000K

Beam Angle 140°

System Lumen Output 850lm

Power 10W

Cuttable Length 50mm

LEDs/m 480

IP Rating IP43

Colour Temperature 
(CCT) 3000K, 4000K

Beam Angle 140°
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Photometric Information

Linea COB 16W – ML16

Linea-HE 14.4W – ML05

Photometric Information

Photometric Information

Product

Product

Specification

Specification
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45°

30°

30°

Linear LED & Extrusion - LED Strips

System Lumen Output 1360lm

Power 16W

Cuttable Length 50mm

LEDs/m 480

System Lumen Output 2000lm Max

Power 14.4W

Cuttable Length 50mm

LEDs/m 160

IP Rating IP43

Colour Temperature 
(CCT) 3000K, 4000K

Beam Angle 140°

IP Rating IP43

Colour Temperature 
(CCT) 3000K, 4000K

Beam Angle 120°
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Linea-HE 19.2W – ML06

Linea 4.8W – ML03

Photometric Information

Photometric Information

Product

Product

Specification

Specification
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System Lumen Output 3200lm Max

Power 19.2W

Cuttable Length 50mm

LEDs/m 160

System Lumen Output 445lm

Power 4.8W

Cuttable Length 100mm

LEDs/m 60

IP Rating IP43

Colour Temperature 
(CCT) 3000K, 4000K

Beam Angle 120°

IP Rating IP20

Colour Temperature 
(CCT) 3000K, 4000K

Beam Angle 110°
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Photometric Information

Linea 9.6W – ML04

Linea Aqua 9.6W – ML04

Photometric Information

Photometric Information

Product

Product

Specification

Specification
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Linear LED & Extrusion - LED Strips

System Lumen Output 700lm

Power 9.6W

Cuttable Length 50mm

LEDs/m 120

System Lumen Output 700lm

Power 9.6W

Cuttable Length 50mm

LEDs/m 120

IP Rating IP20

Colour Temperature 
(CCT) 3000K, 4000K

Beam Angle 110°

IP Rating IP65

Colour Temperature 
(CCT) 3000K, 4000K

Beam Angle 110°
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Linea 14.4W – ML05

Linea Aqua 14.4W – ML05

Photometric Information

Photometric Information

Product

Product

Specification

Specification
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System Lumen Output 1100lm

Power 14.4W

Cuttable Length 33.33mm

LEDs/m 180

System Lumen Output 1100m

Power 14.4W

Cuttable Length 33.33mm

LEDs/m 180

IP Rating IP20

Colour Temperature 
(CCT)

2700K, 3000K, 
3500K, 4000K

Beam Angle 110°

IP Rating IP65

Colour Temperature 
(CCT) 3000K, 4000K

Beam Angle 110°
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Photometric Information

Linea 19.2W – ML06

Linea RGBW 36W – ML13

Photometric Information

Photometric Information

Product

Product

Specification

Specification
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Linear LED & Extrusion - LED Strips

System Lumen Output 1250lm

Power 19.2W

Cuttable Length 25mm

LEDs/m 240

IP Rating IP20

Colour Temperature 
(CCT) 3000K, 4000K

Beam Angle 110°

Linea COB RGBW 16W – ML17

Photometric InformationProduct Specification

cd
/k

lm
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-C
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0
C9

0-
C2

70
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90°

75°

60°

45°

30°
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Power 36W

Cuttable Length 62.5mm

LEDs/m 96

IP Rating IP20

Colour Temperature 
(CCT)

RGBW (3000K),  
RGBW (4000K), 

Beam Angle 120°

Power 16W

Cuttable Length 50mm

LEDs/m 560

IP Rating IP65

Colour Temperature 
(CCT)

RGBW (3000K),  
RGBW (4000K), 

Beam Angle 140°
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Code Information
Family Code Product Installation  

Type
Strip 
Width Chip SMD CRI + CCT LEDs/m Voltage IP Ratings Length

ML =  
Mondolux  
Linea

03 =  
Linea 4.8W

SM = Surface 
Mounted

1 = 
4mm

2 = 
SMD2835

930 = 3000K, 
940 = 4000K 60 = 60 LEDs/m 12V = 12V DC IP20 = IP20 5M = 5000mm

04 =  
Linea 9.6W 

3 = 
8mm

2 = 
SMD2835

927 = 2700K,  
930 = 3000K, 
940 = 4000K

96 = 96 LEDs/m 24V = 24V DC IP65 = IP65

04 =  
Linea-Aqua 9.6W

4 = 
10mm

2 = 
SMD2835

927 = 2700K, 
930 = 3000K, 
940 = 4000K

120 = 120 LEDs/m

05 =  
Linea 14.4W

5 = 
12mm

8 = 
SMD5060

RGB930 = 
RGB+3000K 160 = 160 LEDs/m

05 =  
Linea-Aqua 14.4W

8 = 
SMD5060

RGB930 = 
RGB+3000K 180 = 180 LEDs/m

05 =  
Linea HE 14.4W 240 = 240 LEDs/m

06 =  
Linea 19.2W 480 = 480 LEDs/m

06 =  
Linea HE 19.2W 560 = 560 LEDs/m

13 =  
Linea-RGBW 36W

15 =  
Linea COB 5W 4mm

15 =  
Linea COB 10W

16 =  
Linea COB 16W

17 =  
Linea COB RGBW 
16W

18 =  
Linea COB Tunable 
White 15W

Example: ML05SM31-940-180-24V-5M

Mondolux Flexible Strip Linea Surface Mounted 14.4W/m 24VDC 8mm Width SMD3528 CRI90 4000K 1100lm/m 
180LEDs/m 33.33mm Cuttable Length 5M Reel 

Bendable  
Neon
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Linear LED & Extrusion - Bendable Neon

Linea Neon Top Bendable 10W – ML61

Linea Neon Side Bendable 10W – ML62

Photometric Information

Photometric Information

Product

Product

Specification

Specification

cd
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System Lumen Output 660lm

Power 10W

Cuttable Length 50mm

LEDs/m 120

System Lumen Output 320lm

Power 10W

Cuttable Length 50mm

LEDs/m 120

IP Rating IP67

Colour Temperature 
(CCT) 3000K, 4000K

Beam Angle 120°

IP Rating IP67

Colour Temperature 
(CCT) 2700K, 3000K, 4000K

Beam Angle 120°

Linea Neon Side Bendable 15W – ML63

Linea Neon Top Bendable RGBW 15W – ML64

Photometric Information

Photometric Information

cd
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Specification

Specification
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90°
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60°

45°

120°

135°

System Lumen Output 430lm

Power 15W

Cuttable Length 50mm

LEDs/m 120

IP Rating IP67

Colour Temperature 
(CCT) 2700K, 3000K, 4000K

Beam Angle 120°

Power 15W

Cuttable Length 62.5mm

LEDs/m 96

IP Rating IP67

Colour Temperature 
(CCT) RGBW (3000K)

Beam Angle 120°
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Linear LED & Extrusion - Bendable Neon

Linea Neon Side Bendable RGBW 15W – ML63

Photometric InformationProduct Specification

cd
/k

lm
C0

-C
18

0
C9

0-
C2

70

105°

90°

75°

60°

45°

30°

Code Information
Family Code Product Installation  

Type
Strip 
Width Chip SMD CRI + CCT LEDs/m Voltage IP Ratings Length

ML =  
Mondolux  
Linea

61 =  
Neonflex Top 10W

SM =  
Surface  
Mounted

5 = 
12mm

2 = 
SMD2835

930 = 3000K, 
940 = 4000K

96 = 96 
LEDs/m 12V = 12V DC IP43 = IP43 5M = 5000mm

62 =  
Neonflex Side 10W

A = 
16mm

2 = 
SMD2835

927 = 2700K,  
930 = 3000K, 
940 = 4000K

120 = 120 
LEDs/m 24V = 24V DC IP65 = IP65

63 =  
Neonflex Side 15W

2 = 
SMD2835

927 = 2700K, 
930 = 3000K, 
940 = 4000K

IP67 = IP67

63 =  
Neonflex Side  
RGBW 15W

8 = 
SMD5060

RGB930 =  
RGB+3000K

64 =  
Neonflex Top  
RGBW 15W

8 = 
SMD5060

RGB930 =  
RGB+3000K

Example: ML62SM52-930-120-24V-IP67 

Mondolux Neonflex Linea Side Bendable Surface Mounted 10W 24V DC SMD2835 120° 
CRI90 3000K 320lm 120LEDs IP67 1000mmx12mmx20mm 50mm Cuttable Length 

Power 15W

Cuttable Length 62.5mm

LEDs/m 96

IP Rating IP67

Colour Temperature 
(CCT) RGBW (3000K)

Beam Angle 120°

Linear 
Accessories

Page 40
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Model Name
Item 
Code

Image Description Related Products Type

Neonflex Linea 
Top Bendable 10W 
Aluminium Profile

MAL61AP3
Mondolux Accessories Neonflex Linea Top 
Bendable SMD2835 Aluminium Profile Silver 
(1000mmx17.3mmx14mm)

Linea Neon Top Bendable 
10W Silver

Neonflex Linea Top 
Bendable End Cap MAL61EC1 Mondolux Accessories Neonflex Linea Top Bendable 

SMD2835 End Cap White
Linea Neon Top Bendable 
10W White

Neonflex Linea Top 
Bendable Mounting 
Clip

MAL61MC3
Mondolux Accessories Neonflex Linea Top 
Bendable SMD2835 Mounting Clip Silver 
(20mmx12.8mmx12.4mm) 

Linea Neon Top Bendable 
10W Silver

Neonflex Linea Top 
Bendable Live End MAL61LE1-L

Mondolux Accessories Neonflex Linea Top Bendable 
SMD2835 Live End with Straight Entry Cable Pin on Left 
White

Linea Neon Top Bendable 
10W White

Neonflex Linea Top 
Bendable Live End MAL61LE1-BL

Mondolux Accessories Neonflex Linea Top Bendable 
SMD2835 Live End with Bottom Entry Cable Pin on Left 
White

Linea Neon Top Bendable 
10W White

Neonflex Linea Top 
Bendable Live End MAL61LE1-SL

Mondolux Accessories Neonflex Linea Top Bendable 
SMD2835 Live End with Side Entry Cable Pin on Left 
White

Linea Neon Top Bendable 
10W White

Neonflex Linea Side 
Bendable Aluminium 
Profile

MAL62AP3
Mondolux Accessories Neonflex Linea Side Bendable 
SMD2835/ Side Bendable RGBW SMD5060 Aluminium 
Profile Silver 1000mmx17.5mmx22.9mm

Linea Neon Side Bendable 
10W, Linea Neon Side 
Bendable 15W,Linea Neon 
Side Bendable RGBW 15W"

Silver

Neonflex Linea Side 
Bendable End Cap MAL62EC1

Mondolux Accessories Neonflex Linea Side Bendable 
SMD2835/ Side Bendable RGBW SMD5060 End Cap 
White

Linea Neon Side Bendable 
10W,Linea Neon Side 
Bendable 15W,Linea Neon 
Side Bendable GBW 15W"

White

Neonflex Linea Side 
Bendable Flexible 
Profile

MAL62FP3
Mondolux Accessories Neonflex Linea Side Bendable 
SMD2835/ Side Bendable RGBW SMD5060 Flexible 
Aluminium Profile Silver (500mmx14mmx17.4mm) 

Linea Neon Side Bendable 
10W, Linea Neon Side 
Bendable 15W, Linea Neon 
Side Bendable RGBW 15W"

Silver

Neonflex Linea Side 
Bendable Mounting 
Clip

MAL62MC3
Mondolux Accessories Neonflex Linea Side Bendable 
SMD2835/ Side Bendable RGBW SMD5060 Mounting Clip 
Silver (20mmx12.8mmx18.9mm)

Linea Neon Side Bendable 
10W,Linea Neon Side 
Bendable 15W, Linea Neon 
Side Bendable RGBW 15W

Silver

Neonflex Linea Side 
Bendable Live End MAL62LE1-BL

Mondolux Accessories Neonflex Linea Side Bendable 
SMD2835 Live End with Bottom Entry Cable Pin on Left 
White

Linea Neon Side Bendable 
10W, Linea Neon Side 
Bendable 15W

White

Neonflex Linea Side 
Bendable Live End MAL62LE1-L

Mondolux Accessories Neonflex Linea Side Bendable 
SMD2835 Live End with Straight Entry Cable Pin on Left 
White

Linea Neon Side Bendable 
10W, Linea Neon Side 
Bendable 15W

White

Neonflex Linea Side 
Bendable Live End MAL62LE1-SL

Mondolux Accessories Neonflex Linea Side Bendable 
SMD2835 Live End with Side Entry Cable Pin on Left 
White

Linea Neon Side Bendable 
10W, Linea Neon Side 
Bendable 15W

White

Neonflex Linea Side 
Bendable RGBW 
Live End

MAL63LE1-BL
Mondolux Accessories Neonflex Linea Side Bendable 
RGBW SMD5060 Live End with Bottom Entry Cable Pin 
on Left White

Linea Neon Side Bendable 
RGBW 15W White

Neonflex Linea Side 
Bendable RGBW 
Live End

MAL63LE1-L
Mondolux Accessories Neonflex Linea Side Bendable 
RGBW SMD5060 Live End with Straight Entry Cable Pin 
on Left White

Linea Neon Side Bendable 
RGBW 15W White

Neonflex Linea Top 
Bendable RGBW 
Aluminium Profile

MAL64AP3
Mondolux Accessories Neonflex Linea Top Bendable 
RGBW SMD5060/ Top and Side Bendable SMD2835 
Aluminium Profile Silver 1000mmx20.5mmx17.6mm

Linea Neon Top Bendable 
RGBW 15W Silver

Neonflex Linea Top 
Bendable RGBW 
End Cap

MAL64EC1 Mondolux Accessories Neonflex Linea Top Bendable 
RGBW SMD5060 End Cap White

Linea Neon Top Bendable 
RGBW 15W White
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Model Name
Item 
Code

Image Description Related Products Type

Neonflex Linea Top 
Bendable RGBW 
Live End

MAL64LE1-L
Mondolux Accessories Neonflex Linea Top Bendable 
RGBW SMD5060 Live End with Striaght Entry Cable Pin 
on Left White

Linea Neon Top Bendable 
RGBW 15W White

Neonflex Linea Top 
Bendable RGBW 
Live End

MAL64LE1-BL
Mondolux Accessories Neonflex Linea Top Bendable 
RGBW SMD5060 Live End with Bottom Entry Cable Pin 
on Left White

Linea Neon Top Bendable 
RGBW 15W White

Neonflex Linea Top 
Bendable RGBW 
Mounting Clip

MAL64MC3
Mondolux Accessories Neonflex Linea Top Bendable 
RGBW SMD5060/ Top and Side Bendable SMD2835 
Mounting Clip Silver (20mmx16.8mmx12.6mm)

Linea Neon Top Bendable 
RGBW 15W Silver

Linea Strip 8mm 
Connector Live End MAL03SC1-SP

Mondolux Accessories Flexible Strip Linea Solder Free 
Clip Strip to Power Connector (with Live End) White 
3-24V/5A 2 pins 8mm Width 15.4mmx9.5mmx4.3mm 
(Suitable for 4.8W/ 9.6W/ 14.4W)

Suitable for 4.8W/ 9.6W/ 
14.4W

Connector 
Live End

Linea Strip 8mm 
Connector MAL03SC1-SS

Mondolux Accessories Flexible Strip Linea Solder Free 
Clip Strip to Strip Connector (without Cable) White 
3-24V/5A 2 pins 8mm Width 21.6mmx9.5mmx4.3mm 
(Suitable for 4.8W/ 9.6W/ 14.4W)

Suitable for 4.8W/ 9.6W/ 
14.4W Connector

Linea Strip 10mm L 
Connector MAL06LC1-SS

Mondolux Accessories Flexible Strip Linea Strip to Strip L 
Connector White 10mm Width C/W 2 Pad Solder Points at 
Each End (Suitable for 19.2W)

Suitable for 19.2W L Connector

Linea Strip 10mm 
Connector Live End MAL06SC1-SP

Mondolux Accessories Flexible Strip Linea Solder Free 
Clip Strip to Power Connector (with Live End) White 
3-24V/5A 2 pins 10mm Width 15.4mmx11.5mmx4.3mm 
(Suitable for 19.2W)

Suitable for 19.2W Connector 
Live End

Linea Strip 10mm 
Connector MAL06SC1-SS

Mondolux Accessories Flexible Strip Linea Solder Free 
Clip Strip to Strip Connector (without Cable) White 
3-24V/5A 2 pins 10mm Width 21.6mmx11.5mmx4.3mm 
(Suitable for 19.2W)

Suitable for 19.2W Connector

Linea COB 10mm 
Connector Live End MAL15SC0-SP

Mondolux Accessories Flexible Strip Linea COB 
Solder Free Clip Invisible Strip to Power Connector 
(with Live End) Clear DC36/5.5A 2 pins 10mm Width 
15.6mmx11.6mmx3.3mm (Suitable for COB 10W/ 16W)

Suitable for COB  
10W/ COB 16W

Connector 
Live End

Linea COB 10mm 
Connector MAL15SC0-SS

Mondolux Accessories Flexible Strip Linea COB 
Solder Free Clip Invisible Strip to Strip Connector 
(without Cable) Clear DC36/5.5A 2 pins 10mm Width 
15.6mmx11.6mmx3.3mm (Suitable for COB 10W/ 16W)

Suitable for COB  
10W/ COB 16W Connector

Linea COB 10mm 
Flexible Connector

MAL15SC0-
SS-C

Mondolux Accessories Flexible Strip Linea COB Solder 
Free Clip Invisible Strip to Strip Flexible Connector (with 
150mm Cable) Clear DC36/5.5A 2 pins 10mm Width 
15.6mmx11.6mmx3.3mm (Suitable for COB 10W/ 16W)

Suitable for COB  
10W/ COB 16W

Flexible 
Connector

Casambi Four 
Channel PWM 
Dimmer

CBU-PWM4 CBU-PWM4 Bluetooth Controllable Casambi Enabled Four 
Channel PWM Dimmer Constant Voltage (Max. 144W) All LED Strips Dimmer

LCA 35W 24V 
one4all SC PRE 28001662

Tridonic Compact LED Constant Voltage Integral Driver 
LCA 35W 24V one4all SC PRE (DALI DT 6, DSI, switchDIM, 
corridor FUNCTION) (Becomes Remote with CLIP-ON)

All LED Strips 24V DC 
Driver

LCA 60W 24V 
one4all SC PRE 28001663

Tridonic Compact LED Constant Voltage Integral 
Driver LCA 60W 24V one4all SC PRE  (DALI DT 6, DSI, 
switchDIM, corridor FUNCTION) (Becomes Remote with 
CLIP-ON)

All LED Strips 24V DC 
Driver

LCA 100W 24V 
one4all lp PRE 28001436

Tridonic Linear LED Constant Voltage Integral Driver LCA 
100W 24V one4all lp PRE (DALI DT 6, DSI, switchDIM, 
corridor FUNCTION)

All LED Strips 24V DC 
Driver

LCA 150W 24V 
one4all SC PRE 28001437

Tridonic Compact/ Linear LED Constant Voltage Integral 
Driver LCA 150W 24V one4all SC PRE (DALI DT 6, DSI, 
switchDIM, corridor FUNCTION) (Becomes Remote with 
CLIP-ON)

All LED Strips 24V DC 
Driver
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