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 ⚫ High efficiency >110lm/W
 ⚫ Robust thermal design
 ⚫ Available in Mini and Maxi versions
 ⚫ Circulation and general lighting applications
 ⚫ High efficacy Samsung SMD LED array
 ⚫ Trim finish:
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Introducing Witney, our improved downlight that 
offers higher output whilst using lower power. 
Witney is available in two different sizes and colour 
finishes. Specifically designed for spaces where 
high efficiency diffused lighting is required.

Available Options:

 ⚫ Lumen Output: Mini: 2200lm, Maxi 2970lm
 ⚫ System Power: Mini: 20W, Maxi: 27W
 ⚫ Beam Angle: 91°
 ⚫ IP40 Rated
 ⚫ Dimming Type: Non-Dimmable1, DALI Dimmable2, 

Wireless Casambi2

 ⚫ Body/Trim Finish: White, Black
 ⚫ Colour Temperature (CCT): 3000K, 4000K
 ⚫ Colour Rendering Index (CRI): CRI > 80

Code Information 

Family Code + Product + Installation Type + Colour + Beam Angle + CCT + Power & Current + Dimming Type +

MD = Mondolux 
Downlight

17 = Witney 
Mini FR = Fixed Recessed 1 = White W = 90° 830 = 3000K 050A = 500mA, 20W 0 = Non-Dimmable

18 = Witney 
Maxi 2 = Black 840 = 4000K 070A = 700mA, 27W 3 = DALI Dimmable

6 = Wireless Casambi

Example: MD17FR1W-830-050A0

Mondolux Downlight Witney Mini Fixed Recessed White 90° CRI80 3000K 2050lm 20W 500mA Non-
Dimmable

Example: MD18FR1W-830-070A3

Mondolux Downlight Witney Maxi Fixed Recessed White 90° CRI80 3000K 3100lm 26W 700mA DALI 
Dimmable
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Witney Mini

Witney Maxi

Note: 1 - Standard, 2 - Optional 


